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{y‘“l’t’%' Shroud

#U4E Specification 15 20 25 32 40 50 B3 75 90 115

A 27 33 42 50 60 75 90 105 130 140
L 106 115 140 225 255 285 320 360 405 435
L1 55 55 65 140 150 155 175 185 200 210

O B mEERER, EETFQMBERIRIAKR LR, R s IR aE SRt .
<> Shroud is made of siicone rubber. It can be used as protection shroud for FOM serias
weatherproof cable glands.

$EHb A

FBR T Spedificaion  M20 M25 M32 MAD M50 MB3  M75
HIEERERREIRKA)

Ratedshmc,mu,l 3068 400 540 720 1040 1040 1040
current per second

O Eeb R R R R s e R e R St

<> Earth lug Is used for earth connection between cable gland and equipments.

%&ﬁi‘:ﬁ;‘:'—iﬁﬁkﬁ&m#%, WEANTERNR, SUEFMI6~M75F
REGIEGEER;
O BEFRETTIRERE R

> Lock nut is used for locking the cable gland and enclosure; material: carbon steel or
stalnless steel, M16~ M75 threads can be optional.
<> Tha specification of thread can be customized on request.

ing ring

> BTEEREENEH, KR EREHRE
O HAREMI6~MTSSHHE .
<> Used for sealing between cable gland and enclosure, waterproof and dustproof
performance. Material:silicone rubber.
Z M16~ M75 threads can be optional.

olytef washer

Fﬁ?ﬁ%'—iﬁﬁiﬂﬁﬁﬁﬁ BiKBhL, GFKHIE;
< FUEREMI6~M7SFILER;
O RS R TE.

<> Used for sealing between cable gland and enclosure, waterproof and dustproof
performance. Material: GFK

~ M16~ M75 threads can be oplional.

<> Red fiber material washer is optional.

Tﬁ%ﬁ#ﬁ ATB L S Th L AR SR pa e,
A MIG-MT5SE4E .

> Stainless stesl, to lock the sealing joint and nut when the equipment is running
> M16~ M75 threads can be oplional.
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Bh7k %3k weatherproof plug
O BERATESEETEERAMSIAREREEHER, THIEKRRE#

ia

Waterprool
AERELN, RAFGRME FMe~-MTSERL I ME%ER;
> O BEAETRIEEREN.
_u <> Used for sealing of spare cable enfry fo prevent water or dust entering into the
Apros spars cable gland. Material: stainless steel, M16~ M75 threads can be oplional;
<> The spedification of thread can be customized on request.
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Conmosionproof
Aty Installation pipe clamp
By £ =) - O REEIETERD;
7 = # r = O BRATORAERGHER, WEFEG1/2"-GAHiEH.
gﬁ' :—3 ; | ] <> Installation pipe damp is made of stainless steal;
s g <> Suitable for field installation of light fittings, specdification: G1/2'-G4" are optional.
3 E ##0 sheath
¥ O POBRNSHERSEEER, NRPERNIRPETMRIF;
#a O HEAHALIPHEESE,
7 <> Sheath is used with lock nut to protect the extemal protection layer of cable;
gu ,_k d ’i !. <> Material: zinc alloy, builiHin hard plastic protecting ring.
N Dmﬁﬁﬁ et 15 20 25 32 40 50 65 80 100
Ea 127 4t 1t A e 2 2420 3 &
Pipe thread

UEIE-k U type pipe clamp
O URERRARBaTEN, RUBATE, ARUEEHE, HriRR

HERTZESSETHER R RAZ0HEHERAGE.
<> When installing the instrument, the L) type pipe clamp is used fo fix the stesl pipe,
galvanized pips, sampling pipe and process pipe ete. It is made of 20# galvanized

round sieal.
R Bl SMER 5 Outline dimension
Size of pipe clamp Fixed nut B L R
12 M6 30 28 12
314 Mé 34 30 14
1" M8 42 35 18
114" M8 50 40 21
112" M8 58 44 25
2 M8 70 51 3
21/z" M8 84 55 38
I M8 94 B0 43
4" M10 126 80 58

EE§@F Compression nut

O ERESRTREGASINRENRESEE REWNITEAHR,
HEEMI6~-MTSSFHE A,
O REAAETTIRERRER.

<> Compression nut is used for clamping the cable. Material: carbon steel or stainless steel,

M16~ M75 threads can be optional;
<> The spedification of thread can be customized on request.
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