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Series Weatherproof Floodlights (A Type)
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FAT-L-O0OA EAeEETE, RASERSRE;
EABLHRERHNE, EAREE;
< AOOWITE SHiRA— e, 1000WETHE Sk ik
ek T,
e BIEEL, cos®>090;
Lt thd BEEE: WF1. WR2(Ti) .
N B ESNT Die-casting aluminum alloy enclosure, high-voltage electrostatic powder
Sk High pressure sodium lamp coated surface.
lampips | L SREAT Orange peel reflector, with soft light.
Metal halide lamp Lamp of 400W and less, and ballast are of infegrated structure, but 1000W
. lamp and ballast are of split structure.
ﬁ:‘lfm alloy High power facter, cosd20.80.
Correslon-proof: WF1, WF2 (Optlonal).
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HiThOR
Executive standards

ERE

Rated voltage
RRE

Ambient temperature

ikt 3
Degree of protection

BIAER
Cable gland

JEIRThEE
Lamp power

TEER
Wieght of Light fitting

HE GBigf
Chineze GB standards

220V AC 50/60Hz
(AT ¥/Optional)

-40°C~+45TC

IP65

ElfrIECR#E / Intemational IEC standards
Bi 88 EN#5 & / European EN standards

220V~240V AC 50/60Hz
(AT #/Optional)

-60C~+60C

M20 x 1.55| A &g, EESD6.5mm~d10mmEg
M20x1.5 Suitable for cable of ®6.5mm~P10mm

I®8fType I : L70 L100 L150 N70 N100. IE/Type I : N1SOW N250W N4OOW L250W L400W.
&Y Type I :N150W N250W NAOOW L250W L400W, IvE/Type IV: N1000W L1000W

WORKDOMN

dbieing

American standards

110V/120V/208V/240VI2TTVI480V
AG B0Hz, 50Hz(AT#/Optional)

I&Type I :5kg. DFMTypell :8kg. MM TypeIl:10kg. IVEITypelV :10kg(-&4HiEEE)(Including ballast)
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MEI(SERR)
Type Il {American standards)

525

% 30115

VElType IV

<A00WITRH W RECEE. HRAER ENEER. CFHERT. TARME $517250W. 400WREERIRLE
1000WHT Rt B 263R. EsRER;
MR AEAERAXFHDARNSRE®R, OREGHIDCRRNSGR®, TTHIEEH.

Specify the executive standard,working voltage, environment temperature.
Follow the product catalogue number logic for selection. For example: floodlight, 250W metal halide lamp, the product type shall be FAT-L-L250 A.
The light source shall not be supplied for light fitting of 400W and less. Warom, Philips, Osram and Yaming Brands are recommended. European
standard light source should be provided for 250W and 400W metal halide lamp.
Light source and ballast already provided for 1000W light fitting.

Enclosure type lll is American-Standard HID lamp and ballast, such as European- Standard HID lamp and ballast, please specify when ordering.
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