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Series Weatherproof Terminal Boxes

FXJ-S $ AR S #/Technical parameters
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Bjj %n e ) rh [E| GBiR/& [EFRIECHRAE / International IEC standards  {p 24704
Fp:s]‘; % BUTHRE / Executive standards Chinese GB standards R B3 EN#RAE / European EN standards American standards
;% Q;; #07E B / Rated voltage 220V/380V, 230V/400V 690V 480V
©
% % IR / Ambient temperature  -40°C~+45C -60C~+60C
21N 5
EIJ § RITE iRt / Rated current <630A
Bh3REZE 4R / Degree of protection IP65 IP66, 1P67(FT3E/Optional)
BRI T / Terminals [E| FREN-Z fakimF / International brand of terminal
YRS R4 / Thread specification RIEFA P Z=KBLE / Supplied upon users’ request.
5241 B3 / Enclosure material PC (SMC T i#%/Optiona)

@ 5P B L2 22445 /Outline and mounting type

4P R ~F/Outline dimension(mm) BELLim F ¥ 2 /Number of terminal

IMEE FHERS
Outline Elnellosiuiie @l A B Cc 25mm° 4mm*  6mm’  10mm’  16mm’
! PC 100 100 75 6 6 4 / /
SMC 139 110 100 12 10 8 / /
I PC 125 125 75 10 8 6 / /
SMC 220 130 109 25 20 18 / /
- PC 200 150 100 20 16 13 / /
SMC 260 179 120 30 25 20 18 /
B € v PC 250 150 100 25 20 15 12 /
°© 9 SMC 220 220 122 25 20 18 15 /
> v PC 280 190 130 30 25 20 18 /
SMC 360 220 122 40 40 30 25 /
- © - PC 330 230 160 35 30 25 20 16
SMC 360 360 122 80 80 60 50 40
- PC 360 360 160 75 66 56 46 36
SMC 721 360 172 160 160 120 100 80
VI PC 540 360 160 120 110 92 78 60
X PC 680 500 200 150 140 120 96 80
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Note: The number of terminals in the table is the maximum number of terminals of that specification can be installed in the enclosure, user requirements prevail.
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